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Elbow varus torque is a primary factor in the risk 
of elbow injury during pitching. To examine the 
effects of shoulder abduction and lateral trunk 
tilt angles on elbow varus torque, we conducted 
simulation and regression analyses on 33 college 
baseball pitchers. Motion data were used for 
computer simulations in which two angles—
shoulder abduction and lateral trunk tilt—were 
systematically altered. Forty-two simulated 
motions were generated for each pitcher, and 
the peak elbow varus torque for each simulated 
motion was calculated. A two-way analysis of 
variance was performed to analyze the effects of 
shoulder abduction and trunk tilt on elbow varus 
torque. Regression analyses of a simple regres-
sion model, second-order regression model, and 
multiple regression model were also performed. 
Although regression analyses did not show any 
signifi cant relationship, computer simulation 
indicated that the peak elbow varus torque was 
affected by both angles, and the interaction of 
those angles was also signifi cant. As trunk tilt 
to the contralateral side increased, the shoulder 
abduction angle producing the minimum peak 
elbow varus torque decreased. It is suggested 
that shoulder abduction and lateral trunk tilt 
may be only two of several determinants of 
peak elbow varus torque. 
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Elbow injuries due to throwing have been fre-
quently reported and often require surgery on both 
youth and adult players (Andrews & Timmerman, 
1995; Klingele & Kocher, 2002; Petty, Andrews, 
Fleisig, & Cain, 2004). The main cause of such pain 
during pitching is the valgus/varus torque (Sabick, 
Torry, Lawton, & Hawkins, 2004; Werner, Murray, 
Hawkins, & Thomas, 2002). At the approximate 
instant of maximum external rotation of the throw-
ing shoulder, the elbow varus torque reaches a peak 
(Fleisig, Andrews, Dillman, & Escamilla, 1995). To 
resist the valgus torque generated during the arm 
cocking phase, tensile force almost equal to the 
maximum capacity of the ulnar collateral ligament 
is required (Fleisig et al., 1995). 

In a study by Werner et al. (2002) using 
data from 40 professional baseball pitchers and 
multiple regression analyses, the varus torque 
during pitching correlated with four kinematic 
and kinetic variables. The significant variables 
among the 37 biomechanical variables tested were 
shoulder abduction angle at the instant of lead foot 
contact, peak angular velocity of shoulder horizontal 
adduction, elbow angle at the instant of peak varus 
torque, and maximum torque of shoulder internal 
rotation. Shoulder abduction angle was positively 
correlated to elbow varus torque. However, this 
fi nding did not agree with anecdotal information 
indicating that lower shoulder abduction is related 
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to an increased risk of elbow injury (House, 1990; 
Nobuhara, 2003; Norwood, Del-Pizzo, Jobe, 
& Kerlan, 1978). Further knowledge about the 
relationship between the elbow varus torque and 
shoulder abduction angle is needed.

It has also been reported that sidearm pitchers 
have a higher incidence of elbow injury and more 
severe symptoms than overhand and three-quarter-
hand pitchers (Albright, Jokl, Shaw, & Albright, 
1978). The main kinematic difference between these 
types of delivery is the lateral trunk tilt (Matsuo, 
Takada, Matsumoto, & Saito, 2000). Lateral trunk 
tilt seems to infl uence elbow varus torque. In addi-
tion, underhand pitchers (i.e., pitchers with ipsilat-
eral trunk tilt) showed lower shoulder abduction 
angle, which highly correlated with the optimal 
shoulder abduction angle based on minimum square 
torque of the throwing arm (Matsuo, Matsumoto, 
Mochizuki, Takada, & Saito, 2002). Thus it was 
expected that lateral trunk tilt and its interaction 
with shoulder abduction angle affect elbow varus 
torque. However, we know of no published study 
investigating this relationship. 

The purpose of the present study was to examine 
the effects of shoulder abduction angle and lateral 
trunk tilt on elbow varus torque, by means of com-
puter simulations and regression analyses. Specifi c 
problems to be solved in this study were: (a) to 
confi rm that there are shoulder abduction angles 
which minimize elbow varus torque or cause high 
elbow varus torque that should be avoided; (b) to 
determine whether shoulder abduction angles are 
infl uenced by lateral trunk tilt angles; (c) to inves-
tigate whether there are any individual differences 
in the pattern of change in peak elbow varus torque 
when shoulder abduction angle and lateral trunk tilt 
angle are changed; and (d) to compare the results 
from simulation analyses with those from regres-
sion analyses.

Methods

Thirty-three healthy college baseball pitchers 
participated in the study. Of these, 24 were right-
handed pitchers and 9 were left-handed pitchers. 
All of them were overhand and three-quarter-hand 
pitchers. Their mean age, height, and mass were 
20.1 ± 1.1 years, 1.85 ± 0.04 m, and 82.5 ± 8.6 kg, 
respectively. Mean ball velocity in the recording 
session described below was 36.8 ± 0.9 m/s. After 

the pitchers completed informed consent and history 
forms, their body weight, height, humerus length, 
and radius length were measured. Each participant 
was provided an unlimited amount of time for 
stretching and nonthrowing drills. 

Refl ective markers (38 mm diameter) were then 
attached bilaterally at the lateral malleoli, lateral 
femoral epicondyles, greater trochanters, lateral 
superior tip of the acromions, and lateral humeral 
epicondyles. A refl ective marker was also attached 
at the ulnar styloid process of the nonthrowing wrist, 
while a refl ective band (1 cm wide) was placed 
around the throwing wrist. 

Motion data were collected using four 200-Hz 
infrared cameras (Motion Analysis Corp., Santa 
Rosa, CA) in an indoor laboratory after unlimited 
warm-up throwing. Each participant threw 5 to 8 
fastball pitches toward a strike zone indicated by 
ribbon on a net over home plate at the regulation 
distance (18.4 m) from the pitching rubber, with 
approximately 30 to 60 seconds rest between 
pitches. Ball speed was measured using a radar 
gun (Jugs Pitching Machine Co., Tualatin, OR) 
from behind the home plate. Three-dimensional 
locations of the reflective passive markers and 
band were calculated with an automatic digitiz-
ing system (Motion Analysis Corp.) utilizing the 
direct linear transformation method (Abdel-Aziz & 
Karara, 1971). Missing frames were handled with 
a fi ll-gap procedure using cubic spline function 
built in the Motion Analysis software. After check-
ing position and velocity curves qualitatively, we 
discarded any trial in which the data did not show 
smooth curves.

The root mean square error in the calcula-
tion of the 3D marker location, with a calibration 
matrix approximately 1.5 m × 1.2 m × 1.2 m in 
size, was found to be less than 10 mm. Coordinate 
data were fi ltered with a Butterworth digital low-
pass fi lter. Qualitative evaluation of velocity and 
acceleration data, based on the residual analyses 
and previous studies (Fleisig et al., 1996; Zheng, 
Fleisig, Barrentine, & Andrews, 2004), indicated 
that fi ltering with a cutoff frequency of 13.4 Hz is 
effective at rejecting noise and passing data. 

From the locations of surface markers, the cen-
ters of the throwing elbow and shoulder joint were 
estimated using the same methods used in earlier 
studies (Fleisig et al., 1996). First the locations of 
joint centers and surface markers were manually 
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digitized for a small sample of participants. Then 
the locations of the throwing elbow and shoulder 
joint centers were expressed as a function of the 
local reference frames using the surface markers 
and the length of a pitcher’s humerus and radius 
(Fleisig et al., 1996).

A pelvis local coordinate (R
p
), a trunk local 

coordinate (R
t
), and an upper arm coordinate (R

u
) 

were then calculated for each participant (Appendix 
A). Shoulder abduction angle was defi ned as the 
angle between a unit vector of the longitudinal axis 
for the upper arm (Z

u
) and the inferior unit vector of 

the trunk (–Y
t
); that is, a posture in which the arm 

hung vertically down was 0°, and a posture in which 
the elbow was level with the shoulder was 90° of 
abduction. The lateral trunk tilt angle was defi ned as 
the angle between the vertical axis of the trunk (Y

t
) 

and the vertical axis of the pelvis coordinate (Y
p

and the vertical axis of the pelvis coordinate (Y
p

and the vertical axis of the pelvis coordinate (Y ) in 
the plane of Y

t
 and Z

t
 and Z

t t
 (see Figure A

t
 (see Figure A

t
in Appendix). 

A negative trunk tilt indicated that the trunk was 
tilted to the throwing arm side (ipsilateral tilt), and 
a positive tilt indicated that the trunk was tilted to 
the nonthrowing arm side (contralateral tilt).

Based on the results of our pilot study showing 
the similarity of kinematic and kinetic variables 
across pitches within a participant, the fastest fast-
ball thrown for a strike was chosen, and the motion 
data from 0.1 s before lead foot contact to 0.1 s after 
ball release were used in the following analyses. 

Direct kinematics using a matrix transformation 
was employed to calculate the joint positions for 
the simulated motions. Variations from the actual 
pitching motion were simulated by means of rotat-
ing X

t
 and X

u
 axes, respectively. The simulated 

angles at the instant of ball release for lateral trunk 
tilt were –20, –10, 0, 10, 20, 30, and 40°, and those 
for shoulder abduction angle were 70, 80, 90, 100, 
110, and 120°. Therefore, 42 (7 × 6) motions were 
generated for each participant. Figure 1 illustrates 
examples of the simulated motions selected as 
extreme conditions. Although the shoulder abduc-
tion angle and lateral trunk tilt angle were changed, 
all angular velocities remained the same as during 
the actual motions in order to isolate the effects of 
these variables on elbow varus torque.

The forces and torques at the throwing shoulder 
and elbow were calculated for the actual motion and 
simulated motions, using inverse dynamic equations 
of the Newton-Euler method with the kinematic data 
and reported segment inertia parameters using the 

participant’s body weight and segments lengths 
(Chandler, Clauser, McConville, Reynolds, & 
Young, 1975; Plagenhoef, Evans, & Abdelnour, 
1983) (Appendix B).

For inverse dynamics, a three-link model of the 
throwing arm was composed of the hand with the 
ball, the forearm, and the upper arm before the instant 
of ball release. Another three-link model of the hand, 
forearm, and upper arm was used for after the instant 
of ball release. However, due to limitations in the 
computer resolution of the video image, the mass 
of the hand with the ball was assumed to be at the 
same position as the wrist before the instant of ball 
release, and the mass of the hand was assumed to 
be at the same position as the wrist after the instant 

Figure 1 – Side and front views of 4 extreme conditions 
among 42 simulated motions for one participant. (a) A simu-
lated motion with ipsilateral trunk tilt (LTT = –20°) and low 
shoulder abduction (SA = 70°) at the instant of ball release; 
(b) ipsilateral trunk tilt (LTT = –20°) and high shoulder abduc-
tion (SA = 120°); (c) contralateral trunk tilt (LTT = 40°) and 
low shoulder abduction (SA = 70°); (d) contralateral trunk tilt 
(LTT = 40°) and high shoulder abduction (SA = 120°). Frame 
numbers shown at top of fi gures. For this participant, Frame 
21 was the instant of foot contact and Frame 48 was the instant 
of ball release.
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of ball release. The mass of the baseball was set to 
0.145 kg and the moment of inertia of the ball was 
assumed to be negligible.

A two-way analysis of variance (ANOVA) was 
performed to analyze the effects of shoulder abduc-
tion angle and lateral trunk tilt angle on elbow varus 
torque for the simulated motions. Then, for each 
lateral trunk tilt angle, a one-way ANOVA inves-
tigated the effect of shoulder abduction angle on 
elbow varus torque. Post hoc comparisons between 
the condition minimizing peak elbow varus torque 
and the other conditions were made using the 
Scheffé test. P values were considered statistically 
signifi cant if they were less than 0.05.signifi cant if they were less than 0.05.

For the purpose of comparing the percent For the purpose of comparing the percent 
change of varus torque among participants, the peak 
elbow varus torque for each simulated motion for 
each participant was normalized, using the peak 
elbow varus torque during the actual pitching for 
that participant. The normalized values were used 
only for qualitative comparison of the percent of 
change of varus torque among participants.

Correlation coeffi cients were calculated for the 
simple regression model, the second-order regres-
sion model, and a multiple correlation coeffi cient 
using the actual pitching data. For each coeffi cient, 
elbow varus torque was the dependent variable 
and shoulder abduction angle and/or lateral trunk 
tilt angle were the independent variables. P values 
were considered statistically signifi cant if they were 
less than 0.05.

Results

From the results of the two-way ANOVA for the 
simulated motions, signifi cant interaction between 
shoulder abduction and lateral trunk tilt was found 
(p(p(  < 0.0001). The shoulder abduction minimizing 
peak elbow varus torque decreased as the trunk tilted 
to the contralateral side. 

For the ipsilateral trunk tilt conditions, the 
greater shoulder abduction tended to show less 
elbow varus torque. In the –20° condition, peak 
elbow varus torque was minimal (75.1 ± 20.1 Nm) 
at 120° of shoulder abduction (Figure 2a). However, 
these changes in elbow varus torque with shoulder 
abduction were not statistically signifi cant.

The –10° condition and no lateral trunk tilt 
condition had a similar trend (Figure 2a). The peak 
varus torque was minimal (66.0 ± 31 Nm and 62.1 

± 14.4 Nm, respectively) at 110° of shoulder abduc-
tion and signifi cantly smaller than those at 70° of 
shoulder abduction and 80° of shoulder abduction. 
Signifi cant differences were not found in any other 
shoulder abduction conditions.

At 10° of contralateral trunk tilt, peak varus 
torque was minimal at 100° of shoulder abduction 
(61.0 ± 14.0 Nm) (Figure 2b). The results of the post 
hoc test revealed signifi cant differences with the 
peak varus torques in 70°, 80°, and 120° of shoulder 
abduction conditions.

Figure 2 – Mean ± SD of simulated peak elbow varus torque 
as a function of shoulder abduction. To avoid congestion of the 
lines, we divided 7 conditions of the lateral trunk tilt into two 
fi gures: (a) Ipsilateral conditions and no lateral condition, and 
(b) contralateral conditions. Bottom table shows the results of 
post hoc tests. Each row represents a certain lateral trunk tilt 
condition. In column of shoulder abduction angle condition, 
“min” means minimum varus torque in lateral trunk condi-
tion, and “ns” means no signifi cant difference with minimum 
varus torque. 
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The 20° and 30° of lateral trunk tilt conditions 
showed a similar trend (Figure 2b). The peak elbow 
varus torque was minimal (66.7 ± 19.0 Nm and 
66.4 ± 16.5 Nm, respectively) in the 90° condition 
of shoulder abduction and formed a U-shape as a 
function of shoulder abduction angle. The peak 
torques at 90° were signifi cantly smaller than those 
at 70°, 110°, and 120° of shoulder abduction.

For the 40° of lateral trunk tilt condition, the 
peak elbow varus torque was minimal (77.9 ± 16.8 
Nm) in the 80° condition of shoulder abduction 
(Figure 2b). The torque was signifi cantly smaller 
than those at 100°, 110°, and 120° of shoulder 
abduction.

The combination of 10° of lateral trunk tilt and 
100° of shoulder abduction produced the minimum 
peak varus torque among all conditions in the simu-
lated motion in the current study (61 ± 14 Nm). The 
greatest value of peak varus torque of the elbow (125 
± 21 Nm) was found with the combination of 120° 
of shoulder abduction and 40° of contralateral trunk 
tilt, and was more than double the smallest value of 
peak varus torque. 

Simulations for all participants showed a similar 
trend in the relationship between elbow varus 
torque and the interaction of shoulder abduction 
and lateral trunk tilt. That is, peak elbow varus 
torque generally showed a U-shape as a function of 
shoulder abduction angle, and the bottom of the U-
shape (the angle showing the minimum peak varus 
torque) shifted to a greater abduction angle as the 
trunk tilt angle increased ipsilaterally. 

However, individual differences were found in 
the percent of change of elbow varus torque. For 
example, Figure 3 shows individual differences 
among three of the participants. To help show the 
difference between participants and the difference 
with peak elbow varus torque during the actual 
pitching for the corresponding participant, elbow 
varus torques of the simulated motions were 
represented as the value normalized by peak elbow 
varus torque during the actual pitching. 

Based on peak elbow varus torques in the 
simulated motions, equivalent values of the torque 
(represented as a percentage of the peak torque 
measured for actual pitching) were connected as a 
contour line. Therefore the line of 100% represents 
all combinations of shoulder abduction and lateral 
trunk tilt that produce the same amount of peak 
elbow varus torque as produced in the actual 
pitching. Participant SR had 93.5° of shoulder 
abduction and 29.6° of contralateral trunk tilt in 
the actual pitching, represented as a star. SR had 
sparser contours than DB and MC had, meaning 
that SR was less sensitive to the change of either  or 
both angles. Participant MC has the densest contours 
of the three examples, meaning that he was more 
sensitive to the change of angle(s).

For the actual pitching of the participants, the 
mean and standard deviation of shoulder abduction 
at the instant of ball release was 93.3° ± 7.9°, rang-
ing from 79.8° to 109.6°. Lateral trunk tilt at the 
instant of ball release was 28.9° ± 5.7°, ranging from 
18.4° to 39.3°. The mean and standard deviation of 

Figure 3 – Peak elbow varus torque (normalized by actual torque) as a function of shoulder abduction and lateral 
trunk tilt angles for three participants (SR, DB, MC) as examples. Each contour line represents the same peak elbow 
varus torque normalized as a percentage of that for actual pitching. A star represents the angle combination of the 
shoulder abduction and lateral trunk tilt for the actual pitching.
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the peak elbow varus torque was 65.0 Nm ± 13.0 
Nm, ranging from 37.1 Nm to 92.9 Nm. Figure 4 
illustrates the relationships among these variables. 
Each symbol, such as a fi lled square, a fi lled circle, 
or an open triangle, shows each participant classifi ed 
by lateral trunk tilt at the instant of ball release. The 
participants were scattered without any trends. 

From the results of the regression analyses, no 
signifi cant relationship was found between shoulder 
abduction and peak elbow varus torque (r = 0.216, r = 0.216, r
p = 0.227). The relationship between lateral trunk 
tilt and peak elbow varus torque was not signifi cant 
either (r = 0.062, r = 0.062, r p = 0.733). The correlation coef-
fi cients from the second-order regression model 
between the independent variables (shoulder abduc-
tion and lateral trunk tilt) and the dependent variable 
(peak elbow varus torque) were 0.237 (p(peak elbow varus torque) were 0.237 (p(peak elbow varus torque) were 0.237 (  = 0.421) 
and 0.139 (pand 0.139 (pand 0.139 (  = 0.747), respectively. A multiple cor-
relation coeffi cient between peak elbow varus torque 
and the two independent variables was 0.231 (pand the two independent variables was 0.231 (pand the two independent variables was 0.231 (  = 
0.441). Thus, no signifi cant relationships were found 
between dependent and independent variables.

Discussion

The results of our simulation study clearly showed 
that the shoulder abduction angle affected elbow 
varus torque and that the peak elbow varus torque as 
a function of shoulder abduction generally formed a 
parabolic curve with minimum at a certain angle of 
shoulder abduction. The shoulder abduction angle 
minimizing the peak elbow varus torque depended 

on lateral trunk tilt. McFarland (1990) recommended 
90° of shoulder abduction for reducing torque and 
possible injury. 

Our results of the simulation supported this 
recommendation, but only when the trunk bended 
contralaterally to 20° or 30°, typical angles of 
lateral trunk tilt for overhand and three-quarter-hand 
pitchers (Escamilla, Fleisig, Barrentine, Zheng, & 
Andrews, 1998; Matsuo et al., 2000). The best 
angle combination for minimizing peak elbow 
varus torque was 100° of shoulder abduction with 
10° of contralateral trunk tilt. The peak elbow varus 
torques of these angle combinations—90° shoulder 
abduction and 20° contralateral trunk tilt (90° ABD 
and 20° LTT), 90° ABD and 30° LTT, and 100° ABD 
and 10° LTT—did not signifi cantly differ from each 
other. An optimal angle combination for overhand 
and three-quarter-hand pitchers may generally be 
located between these combinations.

When the trunk tilted ipsilaterally, the shoulder 
abduction angle minimizing the peak elbow varus 
torque tended to be greater than 90°. This did 
not agree with the results from a previous study 
(Matsuo et al., 2002), which investigated the optimal 
shoulder abduction angle maximizing velocity of the 
throwing wrist and minimizing the throwing arm 
kinetics. Results of their simulation, using the same 
simulation method as in the current study, showed 
that peak elbow varus torque decreased as the 
shoulder abduction angle decreased for underhand 
pitchers bending their trunk ipsilaterally. 

Possible reasons for this discrepancy are 
kinematic differences between overhand and 
underhand pitching. It was reported that underhand 
pitchers had a more horizontally fl exed arm and 
slower elbow extension velocity during the arm 
acceleration phase of pitching, as well as lower 
shoulder abduction and ipsilateral trunk tilt, 
compared to the overhand and three-quarter-hand 
pitchers (Matsuo et al., 2000). These differences 
might affect the results of the present study, which 
simulated overhand pitchers in an underhand 
position.

For all contralateral trunk tilt conditions, peak 
elbow varus torque showed a U-shaped curve as a 
function of shoulder abduction angle. For extreme 
conditions of shoulder abduction angle, peak varus 
torque showed 150% to 200% of peak varus torque 
in the actual pitching. Fleisig et al. (1995) reported 
that peak varus torque during pitching reached 64 ±

Figure 4 – Peak elbow varus torque as a function of shoulder 
abduction for actual pitching, classifi ed by lateral trunk tilt 
angle.
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12 Nm and that 54% of this torque may be generated 
by the ulnar collateral ligament (UCL). This was 
near the maximum capacity of UCL because the 
maximum capacity of UCL for cadavers was 32.1 
± 9.6 Nm. However, this cadaveric experiment did 
not include the contribution of muscles around the 
elbow to resist valgus torque during pitching. 

Buchanan, Delp, and Solbeck (1998) developed 
a detailed musculoskeletal model to estimate torque-
generating capacity for varus and valgus torque of 
muscles around the elbow and found that almost 
all muscles could produce varus or valgus torque 
when the elbow is statically fl exed at a right angle. 
Among the muscles crossing the elbow, pronator 
teres had the largest contribution for producing 
varus torque. During the late cocking phase in which 
peak elbow varus torque occurs, the throwing elbow 
was in the position of 100–110° degrees (Feltner 
& Dapena, 1986; Werner, Fleisig, Dillman, & 
Andrews, 1993) and the pronator teres showed low 
or moderate activity (39% to 50% manual muscle 
test) (DiGiovine, Jobe, Pink, & Perry, 1992; Gowan, 
Jobe, Tibone, Perry, & Moynes, 1987). Therefore the 
muscle activity of the pronator teres provides some 
contribution to varus torque during the late cocking 
phase, although it may not be suffi cient. Thus it is 
expected that the maximum capacity of UCL during 
pitching may be somewhat greater than the value 
reported by Fleisig et al. (1995). 

Nevertheless, the extreme conditions in the 
current simulation reached approximately 150% to 
200% of peak varus torque in the actual pitching 
(i.e., over 100 Nm). The high torque values from 
these extreme angle combinations may increase the 
risk of injury for the elbow joint, and should prob-
ably be avoided.

The results of our regression analysis showed 
no significant relationships between shoulder 
abduction angle and elbow varus torque. It was 
partly consistent with the study by Sabick et 
al. (2004), which showed that the only variable 
among various kinematic variables selected into a 
multiple regression analysis to predict elbow varus 
torque was maximum shoulder external rotation. 
Both results from their regression analyses and our 
analysis did not agree with our simulation results, 
showing a clear effect on elbow varus torque. 

Our interpretation of this discrepancy is that 
shoulder abduction is a potential determinant 
of peak elbow varus torque, but not a dominant 

contributor. In the simulation study, we changed 
only the shoulder abduction and/or the lateral trunk 
tilt angle(s). The other angles in the throwing arm 
and the trunk movements remained the same. It is 
well known that some compensatory movements 
always occur when a certain joint moves (Saltzman 
& Kelso, 1987). Although the current approach 
assumed that compensatory movement occurred 
in only the nonthrowing arm, compensation may 
also occur in the throwing arm and the trunk 
movements during actual pitching. Therefore the 
other movements, such as shoulder external rotation 
shown in the study by Sabick et al. (2004), might 
affect elbow varus torque to a much greater extent 
than shoulder abduction did. 

Werner et al. (2002) also suggested that elbow 
varus torque was predictable using peak angular 
velocity of shoulder horizontal adduction, maximum 
torque of shoulder internal rotation, elbow angle 
at the instant of peak varus torque, and shoulder 
abduction angle. These variables may have been 
related to varus torque in the current study as well. 
Among these variables in Werner et al.’s study, 
maximum torque of shoulder internal rotation 
seemed a crucial determinant. Its standardized 
partial regression coeffi cient was 14 times that for 
the shoulder abduction angle. Shoulder abduction 
could affect the varus torque only 1/27th as much as 
the maximum torque of shoulder internal rotation. 
The infl uence of several movements other than 
shoulder abduction might have masked the effect 
of shoulder abduction in the single regression 
analysis. 

The other possible cause of the difference 
between the results from the simulation and the 
regression in our study was the range of shoulder 
abduction angle and trunk tilt angle. The ranges of 
actual shoulder abduction angle and trunk tilt angle 
among participants were smaller than simulated 
angles. If in reality there were participants with 
shoulder abduction and trunk tilt angle at both the 
high and low ends of our simulated angles, there 
might have been signifi cant relationships between 
these angles and peak elbow varus torque.

As mentioned above, Werner et al. (2002) 
identifi ed shoulder abduction angle at stride foot 
contact as one of the predictors for elbow varus 
torque in their multiple regression analysis. The 
results of their multiple regression equation 
suggested that the greater shoulder abduction angle 
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led to greater elbow varus torque and vice versa. 
Our results provide further insight into their results, 
assuming that the shoulder abduction angle did not 
change much from the instant of stride foot contact 
to the instant of ball release. 

This assumption is supported by the results of 
several other studies (Dillman, Fleisig, & Andrews, 
1993; Fleisig et al., 1996). Since shoulder abduction 
angle at the instant of stride foot contact, in Werner’s 
(2002) study, was 109° ± 33°, their data correspond 
mainly to the right half of the parabolic curve in 
the current study, where a positive relationship 
between elbow varus torque and shoulder abduc-
tion was shown. It should not be applied when the 
abduction angle is below 100°. The assumption 
of a linear relationship in the multiple regression 
analysis should be applied only to a limited range 
of abduction angles.

Because the density of the contours indicated 
sensitivity of the elbow varus torque to the change 
of angles, a pitcher having sparser contours may 
have an advantage because peak elbow varus torque 
would not increase so much even when a pitcher 
changes his kinematics for some reason, such as 
fatigue. For example, for participant SR in Figure 
3, changing his shoulder abduction from 100° to 
90° did not induce any additional varus torque on 
his elbow. On the other hand, when the shoulder 
abduction angle for MC decreased from 100° to 
90°, peak elbow varus torque increased by 1.8 times. 
Thus the current simulation approach can be used 
as a sensitivity analysis.

Regression analysis represents a more realis-
tic phenomenon than the current simulations. On 
the other hand, the results of our simulation study 
refl ected the direct infl uence of shoulder abduction 
on the elbow varus torque, dissociated from any 
other determinants. It is a merit, but also a major lim-
itation. As mentioned above, the current approach 
assumed that compensatory movement occurred in 
only the nonthrowing arm and that angular velocities 
did not change. These assumptions may not be real-
istic but are limitations of this study, because it has 
not been elucidated how compensatory movements 
occur when a thrower tries to change his/her shoul-
der abduction angle for the throwing shoulder or 
lateral trunk tilt angle during pitching. An empirical 
investigation would be very challenging because it 
might expose participants to a risk of injury. Forward 

simulation with some constraint conditions, being 
validated by the evidences of such compensatory 
movements, is needed to resolve such problems in 
the future. 

The elbow varus torque calculated in this study 
may have contained some systematic errors, caused 
by assumption of mass location of the hand-ball seg-
ment, ignoring wrist and forearm movements, sub-
optimal marker placement protocol, and nonprecise 
joint center estimation. These limitations resulted 
mainly from the wide range of motion during pitch-
ing, very fast and complicated throwing arm move-
ment, number of cameras used, and resolution of the 
cameras. Although the amplitude of varus torque 
might be infl uenced by these limitations, the main 
patterns and trends may not have been. 
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Appendix A. Calculation for Local Coordinates and Joint Angular Parameters

A global reference frame (R
g
) and local reference frames (R

p
, R

t
, and R

u
) are shown in Figure A. 

Subscripts g, p, t, and u stand for global, pelvis, trunk, and upper arm, respectively. Each axis in all 
coordinates is a unit vector:
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Figure A – Global reference frame (R
g
) and local reference 

frames (R
p
, R

t
, and R

u
).
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Appendix B. Inverse Dynamic Equations of Newton-Euler Method

For inverse dynamic equations, the Newton-Euler method was used. Since the longitudinal movement 
of the forearm could not be measured owing to the limitation of camera resolution, its angular velocity 
and acceleration were ignored (Fleisig et al., 1995; 1996).
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where F = force, M = torque. TF represents force transformed into local reference frame; r represents 
distance from center of mass for each segment to either end of the segment. Subscripts h, f, and u represent 
hand, forearm, and upper arm, respectively. Subscripts d, p, l, and t represent distal joint, proximal joint, 
longitudinal axis, and transverse axis, respectively. Subscripts x, y, and z represent three orthogonal axes 
in a local reference frame. I, α, and ω are the moment of inertia, the fi rst derivative of angular velocity, 
and angular velocity, respectively. 


